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Metric 

 

 
English 

 

 
 
Front Bumper Impact Bar Bolt 
 
 

 
 

100 N·m 
 
 

 
 

74 lb in 
 
 

 
 
Front End Upper Tie Bar Bolt 
 
 

 
 

9 N·m 
 
 

 
 

80 lb in 
 
 

 
 
Front End Upper Tie Bar Lower Bolt 
 
 

 
 

22 N·m 
 
 

 
 

16 lb in 
 
 

 
 
Front Fender Bolts 
 
 

 
 

9 N·m 
 
 

 
 

80 lb in 
 
 

 
 
Front Fender Nut 
 
 

 
 

9 N·m 
 
 

 
 

80 lb in 
 
 

 
 
Front Side Door Check Link Bolt to Body 
 
 

 
 

22 N·m 
 
 

 
 

16 lb in 
 
 

 
 
Front Side Door Check Link Nut 
 
 

 
 

9 N·m 
 
 

 
 

80 lb in 
 
 

 
 
Front Side Door Lower Hinge to Body Bolt 
 
 

 
 

32 N·m 
 
 

 
 

24 lb ft 
 
 

 
 
Front Side Door Lower Hinge to Door Bolt 
 
 

 
 

25 N·m 
 
 

 
 

18 lb ft 
 
 

 
 
Front Side Door Upper Hinge to Body Bolt 
 
 

 
 

32 N·m 
 
 

 
 

24 lb ft 
 
 

 
 
Front Side Door Upper Hinge to Door Bolt 
 
 

 
 

25 N·m 
 
 

 
 

18 lb ft 
 
 

 
 
Hood Hinge Bolts 
 
 

 
 

22 N·m 
 
 

 
 

16 lb ft 
 
 

 
 
Hood Hinge Nuts 
 
 

 
 

22 N·m 
 
 

 
 

16 lb ft 
 
 

 
 
Hood Primary and Secondary Latch Bolts 
 
 

 
 

22 N·m 
 
 

 
 

16 lb ft 
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