
Installation Procedure 

Note: Use NEW system seals. Refer to Air Conditioning System Seal Replacement . 

1. Install air conditioning compressor and condenser hose.

Caution: Refer to Fastener Caution . 
 
           

           
2. Install air conditioning compressor and condenser hose (2) to the refrigerant hose.

3. Install air conditioning compressor and condenser hose nut (1). Tighten nut to  22 N·m (16 lb ft).
 
           

           
4. Install air conditioning compressor and condenser hose (2) to the A/C compressor.

5. Install air conditioning compressor and condenser hose bolt (1). Tighten bolt to  22 N·m (16 lb ft).
 
           

           
6. Install air conditioning compressor and condenser hose (2) to the A/C condenser.

7. Install air conditioning compressor and condenser hose nut (1). Tighten nut to  22 N·m (16 lb ft).

8. Connect the A/C refrigerant pressure sensor electrical connector.

9. Evacuate and charge the refrigerant system. Refer to Refrigerant Recovery and Recharging .

© 2011 General Motors.  All rights reserved. 

HEATING VENTILATION AND AIR CONDITIONING                                                              11 Hvac

BACK TO CHAPTER INDEX
TO MODEL INDEX

CHEVROLET SONIC 2012 BODY REPAIR MANUAL




