
 
Application 

 

 
Specification 

 
Metric 

 

 
English 

 

 
 
Front Seat Mounting Bolt 
 
 

 
 

40 N·m 
 
 

 
 

30 lb ft 
 
 

 
 
Front Seat Armrest Mounting Bolt 
 
 

 
 

45 N·m 
 
 

 
 

33 lb ft 
 
 

 
 
Front Seat Cushion Frame Bolt 
 
 

 
 

22 N·m 
 
 

 
 

16 lb ft 
 
 

 
 
Front Seat Cushion Outer Trim Panel Fastener 
 
 

 
 

8 N·m 
 
 

 
 

71 lb in 
 
 

 
 
Front Seat Inner Recliner Finish Cover Fastener 
 
 

 
 

8 N·m 
 
 

 
 

71 lb in 
 
 

 
 
Front Seat Back Cushion Frame Bolt 
 
 

 
 

22 N·m 
 
 

 
 

16 lb ft 
 
 

 
 
Rear Seat Back Outer Pivot Bolt 
 
 

 
 

23 N·m 
 
 

 
 

17 lb ft 
 
 

 
 
Rear Seat Latch Bolt 
 
 

 
 

45 N·m 
 
 

 
 

33 lb ft 
 
 

 
 
Rear Seat Back Cushion Bolt (AN1 Fixed Bench) 
 
 

 
 

22 N·m 
 
 

 
 

16 lb ft 
 
 

 
 
Rear Seat Back Cushion Hinge Bolt 
 
 

 
 

43 N·m 
 
 

 
 

32 lb ft 
 
 

 
 
Rear Seat Back Cushion Hinge Nut 
 
 

 
 

43 N·m 
 
 

 
 

32 lb ft 
 
 

Fastener Tightening Specifications 
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